
ADDITIONAL 
FEATURES

Polyester hardware extends range of applications beyond the 
limitations of polypropylene.
Higher temperature capability of 230°F (110°C).
 Effective waste removal at 90% (beta 10) efficiency from 0.2µm 
to 30µm.
Pleated filters offer a higher surface area allowing for extended 
service life; minimizing maintenance costs.
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SUITABLE USES

FIL-TREK CORPORATION
55 Stafford Court
Cambridge, ON  N1T 1B3

P  (519) 623-7448
F  (519) 623-8807

•	 Pleated Microfiberglass
•	 Nominally Rated
•	 Universal

Pleated Microfiberglass Filters with  
Polyester Hardware

GRP SERIES

Pleated 2.7" OD micro fibreglass filters are  
suitable for a wide variety of applications.

For more information, please contact 
info@fil-trek.com or visit Fil-Trek.com
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Pleated Microfiberglass Filters with  
Polyester Hardware

•	 Pleated Microfiberglass
•	 Nominally Rated
•	 Universal

GRP SERIES

E2 E4 E5 E6 E7

ELEMENT SPECIFICATIONS
MAXIMUM 
DIFFERENTIAL 
PRESSURE

75 PSID (5.2 bar) @ 70°F (21°C)
60 PSID (4.1 bar) @ 200°F (93°C)
50 PSID (3.4 bar) @ 230°F (110°C)

RECOMMENDED 
CHANGE OUT 
PRESSURE

35 PSID (2.4 bar)

DIMENSIONS

Outside Diameter 2.7" (6.9 cm) 

Inside Diameter 1" (2.54 cm)

AVAILABLE 
LENGTHS

9.75" (24.765 cm), 10" (25.4 cm),  
20" (50.8 cm), 30" (76.2 cm), 40" (101.6 cm)

MATERIALS AVAILABLE

Media Borosilicate microfiberglass  
w/ acrylic binder

Inner Core,  
Support Layers,  
End Caps, Cage

Polyester

Gaskets/O-Rings Buna-N
EPDM
Silicone
Teflon Encapsulated Viton (o-rings only)

TEMPERATURE 
LIMIT

230°F (110°C) @ 35 PSID (2.4 bar) 

AVAILABLE END CAP TREATMENTS

E2  �Double Open End w/ Gaskets

E4  �Single Open End w/ 222

E5  �222 w/ Fin

E6  �Single Open End w/ 226

E7  �226 w/ Fin

FILTER REMOVAL EFFICIENCY
Beta Ratio 
Efficiency

BETA 10
90%

BETA 20 
95%

BETA 100 
99%

BETA 1000 
99.9%

BETA 5000 
99-98%

0.2 Micron 0.2 0.3 0.6 0.8 1.0
0.45 Micron 0.45 0.6 0.8 1.8 2.0
1 Micron 1 1.3 2.0 3.5 4.0
3 Micron 3 4.0 5.5 9.0 10.0
10 Micron 10 12.0 15.0 17.0 18.0
30 Micron 30 35.0 38.0 42.0 45.0

BETA RATIO = Upstream Particle Count
Downstream Particle Countß
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Pleated Microfiberglass Filters with  
Polyester Hardware

•	 Pleated Microfiberglass
•	 Nominally Rated
•	 Universal

GRP SERIES

PRODUCT NOMENCLATURE

GRP - GRP Series 0.2
0.45
1
 3
10
 30

9.75"
10"
20"
30"
40"

E2 - Double Open End w/ Gaskets
E4 - Single Open End w/ 222
E5 - 222 w/ Fin
E6 - Single Open End w/ 226
E7 - 226 w/ Fin

BN - BUNA (STD)
EP - EPDM
SI - Silicone
TEV – Teflon Encap. Viton 
(O-Rings Only)

GRP
SERIES
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END CAP

BN
GASKET OPTIONS

FLOW CHART
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