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Stainless Steel 
Pleated Cartridges 

Universal 

ECO MESH 

• Economical stainless steel filter cartridges. 

• Effective nominal removal ratings from 3m  to 1000m range. 

• High temperature capabilities. 

• Exceptional in high flow applications. 

• Excellent corrosion resistance. 

• Wide range of mesh sizes and end cap options. 

• Stainless steel mesh cartridges may be cleaned and reused. 

Air/Gas 

Oil/Gas 

Desalination 

Chemicals 

Electronics 

Inks/Paints/ Coatings 

Coolants 

Pulp & Paper 

Water 

Power 
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Housing Specifications: 
 
Inlet/Outlet 
2"Flange -18"Flange 
 
Dirty Drain 
1/2"NPT 
 
Clean Drain 
2"NPT 
 
Vent 
1/2”NPT 
 
Gauges 
1/2” NPT 
 
Certifications 
U 
UM 
CE 
NB 
CRN 
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ECO MESH 

Element Specifications 
Maximum Differential Pressure 
Standard Core 
60 PSID (4bar)@ 500°F(260°C)  
 
High Strength Core 
300 PSID (4bar)@ 500°F(260°C)  
 
Dimensions 
 
Outside Diameter:  
2.5” OD 
 
Inside Diameter:  
1” ID 
 
Lengths:  
10”,20”,30”,  40” 
 
 
Materials Available:  
Media 
Stainless steel 304 
Stainless steel 316 
 
End Caps 
Synthetic seals 
 
Temperature Limit 
Synthetic seals @ 500°F 
NPT @ 1500°F 
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Optional End 
Configurations 

Optional Gasket 
Material 

Stainless steel 
pleated media 

Standard or 
High pressure 

Inner Core 

Eco Mesh 
 
Fil-Trek’s Eco-Mesh metallic filter cartridges are an excellent solution for your high temperature or high flow 
filtration applications.   
 
All Eco-Mesh filter cartridges are cleanable and have a wide variety of micron ratings.  Both pleated and plain 
surfaces are available.  The pleated cartridges provide an increased filtration area while the plain surfaces allow 
for ease of cleaning. 
  
Please contact Fil-Trek Corporation for custom applications or requirements including pleat protectors. 
 

PRODUCT NOMENCLATURE 

AVAILABLE END CAP TREATMENTS 

FLOW CHART 

PMM S6 10 30 S E4 BN - 

SERIES MEDIA MICRON LENGTH CORE END CAP 
GASKET 

OPTIONS 
OPTIONS 

PMM – PLEATED S4 – SS304 3 150 10 S – STD CORE SEE BN – BUNA (STD) PP – PLEAT PROTECTOR 

 CMM - 
CYLINDRICAL 

S6 – SS316 5 190 20 H – HIGH PRESS. CORE  ABOVE EP - EPDM FS – FDA SEAL MATERIAL 

10 230 30 CHART TF - TEFLON 

    20 280 40   TEV – TEFLON 

40 370 ENCAP. VITON 

    75 540       

100 840 

    120 1000         
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